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Sy - The basic system approach would provide two identically configured
EP-X aircraft with the following airborne equipments:

e

e Modified AN/APS-116 Radar -350 lbs.

o Modified AN/ALW-110 ESM. -350 Ibs.
e  LW-10 DLIR ~160 Ibs.
° HIGIIBOY dato. link system | A - 60 1bs.
e - AN/ASN-92 Inertial Nav. Systcm - 80 1bs.
] CMA;719 Omega Nav, System - 70 lbs.
] UHYT Relay - 70 Ibs.
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4,1 OPTIMUM PROGRAM

(SNT) Fquipments recommended in Section 3 for inclusion in the optimum

EP-X program in the aireraft are:

o special C Band Radar or AN/APS-116 (MOD)
o Modified AN/ALQ-110 ESM
) S 43" RBV TV
o LW-106 DLIR
e JIFDATS type data link
® AN/AéL\.—OZ Inertial Nav, System
o CMA-719 Omega Nav, System
o UHF Relay

-360 Ibs.
~-350 1lbs.
-320 1bs.
-160 1bs.
-180 1bs.
- 80 1bs.
- 70 lbs.
- 70 Ibs.

Approved For Release 2009/12/10 : CIA-R_DP?5BObZ85ROOOZOO150001-3



